
t e c h n i c a l  s h e e t

V OO DOO  BOOMBO X

Bass reflex 

POWER

1x 8’’ low & medium frequencies woofer

APTX 4.0 Bluetooth

Circular front vent

200 w rms

WAYS

FREQUENCY

1x 1’’ silk dome tweeter

Mini-Jack 3,5mm
True Wireless Stereo

2

45 TO 20 000 hz

SHELL MATERIAL

Distorsion 90 db less than 1 %

FLAX FIBER

100 Hz TO 22 KHz

WEIGHT / VOLUME

SensibilitY

7 Kg / 20 L

102 db

Dimensions 

Diffusion angle 

40cm x 24cm x 22cm

180°

AutonomY 15h

Sealing standard ip44

ConnectivitY



TECHNICAL          SHEET   

V O O D O O  H I - F I  P A S S I V E S

Bass reflex 

POWER

1x 8’’ low & medium frequencies woofer

Circular front vent

2 x 200 w rms

WAYS

frEquencY

1x 1’’ silk dome tweeter

2

40 TO 20 000 hz

SHELL MATERIAL

Distorsion 90 db less than 1 %

FLAX FIBER

100 Hz TO 22 KHz

WEIGHT

Sensibility

2 x 10 kg

92 db 1 w/1m

Dimensions 
Double terminal compatible speakers cables until 4 mm2

impEdance

40 cm x 24 cm x 22 cm 

4 ohms

RECOMMENDED AMPLIFIER de 30 à 120 w rms sous 4 ohms



F i c h e  t e c h n i q u e

V O O D O O  H I - F I  A C T I V E

Bluetooth APTX 4.0
Mini-Jack 3,5mm
True Wireless Stereo

ConnectivitY

Bass reflex 

POWER

1x 8’’ low & medium frequencies woofer

Circular front vent

2 x 200 w rms

WAYS

frEquencY

1x 1’’ silk dome tweeter

2

40 TO 20 000 hz

SHELL MATERIAL

Distorsion 90 db less than 1 %

FLAX FIBER

100 Hz TO 22 KHz

WEIGHT

Sensibility

2 x 10 kg

92 db 1 w/1m

Dimensions 
Double terminal compatible speakers cables until 4 mm2

impEdance

40 cm x 24 cm x 22 cm 

4 ohms

RECOMMENDED AMPLIFIER de 30 à 120 w rms sous 4 ohms


